
Telemetry

CYL-TEL

Benefits:
��No down time due to running out
      of product
��

��No cylinder handling

��Accurate gas reading

��No more damaged regulators

��Reduced time spent ordering,
      receiving, and inventorying cylinders

 

 

The Telemetry System is a self-contained, electronic liquid 
gauge and wireless system designed exclusively for 
MicroBulk distribution. It provides remote liquid-level 
monitoring of Perma-Cyls equipped with differential 
pressure gauge (DPG) connections.

The web based software allows our team and the customer 
to view tank levels at any time. We can also track usage 
trends and take a proactive approach to volume spikes that 
may be an indicator of a leak or other problem with the 
system. We can monitor three tanks through one 
transmitter for a cost effective way to monitor multiple 
tasks.

Telemetry allows TWSCO to monitor the liquid level in 
your Perma-Cyl and refill it automatically.

System Requirements: Customer supplies power (120VAC).



Physical

Electrical Inputs

Outputs

Sensor Accuracy

   - Approximately 4.75”w x 3.25"h x 3.75"d
   - Mounting compatible with current differential pressure gauges used on 
     MVE products
   - Gauge is enclosed within a water-resistant enclosure (NEMA 4)
   - Range - 0-160”H2O
   - Pressure - 500 psig maximum
   - Differential Pressure - 30 psig maximum

   - 120VAC Wall Plug Power Supply (indoor use only)- Output 12VDC @ 
     500mA Output to CYL-TELDPG
   - Optional Battery Powered, 9VDC  (level only, Inactive Telemetry)

   - Two independent programmable alert levels, programmable in 5%    
     increments up to 100% for phone transmitter (below) or local alert relay.
   -One connection for satellite or Cool-Tel (Cellular) Telemetry Systems
   -Low Battery Indicator
   - Unit of Measure Indicator     See programmable features.
   - Large 5 Character x 0.4" High LCD Display

± 2.5% of Full Scale

Operator Interface

Operating Temperature

Alert Programmability

Keypad

Display Resolution

-30°C to +70°C 

Programmable Features
   - Product Type = LN2, N2O, LAr, O2, Co2
   
      

*
   - Alert 1 programmable from 0% to 100% in 5% increments
   - Alert 2 programmable from 0% to 100% in 5% increments

% Full = 5%
Liters = 1 Kg = 1 NM3 = 1
Gal = 1 Lbs = 1 SCF = 10

Gallons (Gal) Pounds (Lbs)      Standard Cubic Feet (SCF)
        Liters Kilograms (Kg)      Normal Cubic  Meters (Nm3)   
        Inches H2O Percent Full (%Full)

Unit of Measure

*If two or three Gauges are connected to one transmitter, only one alert  can be usedCYL-TEL 

Cyl-Tel Gauge Specifications

TWSCO

TWSCO

A.

B.

C.

D.

 

 

 

With a MicroBulk system, the 
customer can centralize the gas to a 
single stationary vessel. With the use of 
piping or tubing, gas can be sent to any 
number of pieces of equipment.

With CYL-TEL, TWSCO’s Telemetry 
device installed in the customer’s MicroBulk 
system,  the system is monitored to ensure 
the gas supply is uninterrupted.

  MicroBulk stainless steel vessels 
are stationary and are not exchanged. 
By maintaining a single, well maintained 
vessel on site, quality and costs savings are 
improved.

MicroBulk tanks can be filled 
remotely via a wall mounted f ill box 
without the need of interupting the 
customers activities.

288

59

I-45

8

8

290

610

610

59I-45

   Federal Road
1806 Federal Road
Houston, TX 

Store Locations:
   North Freeway
10210 I-45 North
Houston, TX 

   Hempstead Highway
12430 Hempstead Hwy
Houston, TX 

Mailing Address:
   Coporate Office
5515 West Richey
Houston, TX 77066
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